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type of motor vehicle or covered equip-
ment for which he has not submitted 
the required information shall submit 
the information specified in paragraphs 
(a) through (c) of § 566.5 not later than 
30 days after he begins manufacture. 
Each manufacturer who has submitted 
required information shall keep his 
entry current, accurate and complete 
by submitting revised information not 
later than 30 days after the relevant 
changes in his business occur. 

[36 FR 20978, Nov. 2, 1971, as amended at 53 
FR 20119, June 2, 1988] 

PART 567—CERTIFICATION 
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AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
30166, 32502, 32504, 33101–33104, 33108, and 33109; 
delegation of authority at 49 CFR 1.50. 

SOURCE: 70 FR 7430, Feb. 14, 2005, unless 
otherwise noted. 

§ 567.1 Purpose. 

The purpose of this part is to specify 
the content and location of, and other 
requirements for, the certification 
label to be affixed to motor vehicles as 
required by the National Traffic and 
Motor Vehicle Safety Act, as amended 
(the Vehicle Safety Act) (49 U.S.C. 
30115) and the Motor Vehicle Informa-
tion and Cost Savings Act, as amended 
(the Cost Savings Act), (49 U.S.C. 30254 
and 33109), to address certification-re-
lated duties and liabilities, and to pro-
vide the consumer with information to 
assist him or her in determining which 
of the Federal Motor Vehicle Safety 
Standards (part 571 of this chapter), 
Bumper Standards (part 581 of this 
chapter), and Federal Theft Prevention 
Standards (part 541 of this chapter), are 
applicable to the vehicle. 

§ 567.2 Application. 

(a) This part applies to manufactur-
ers including alterers of motor vehicles 
to which one or more standards are ap-
plicable. 

(b) In the case of imported motor ve-
hicles that do not have the label re-
quired by 49 CFR 567.4, Registered Im-
porters of vehicles admitted into the 
United States under 49 U.S.C. 30141– 
30147 and 49 CFR part 591 must affix a 
label as required by 49 CFR 567.4, after 
the vehicle has been brought into con-
formity with the applicable Safety, 
Bumper and Theft Prevention Stand-
ards. 

§ 567.3 Definitions. 

All terms that are defined in the Act 
and the rules and standards issued 
under its authority are used as defined 
therein. The term ‘‘bumper’’ has the 
meaning assigned to it in Title I of the 
Cost Savings Act and the rules and 
standards issued under its authority. 

Addendum means the document de-
scribed in § 568.5 of this chapter. 

Altered vehicle means a completed ve-
hicle previously certified in accordance 
with § 567.4 or § 567.5 that has been al-
tered other than by the addition, sub-
stitution, or removal of readily attach-
able components, such as mirrors or 
tire and rim assemblies, or by minor 
finishing operations such as painting, 
before the first purchase of the vehicle 
other than for resale, in such a manner 
as may affect the conformity of the ve-
hicle with one or more Federal Motor 
Vehicle Safety Standard(s) or the va-
lidity of the vehicle’s stated weight 
ratings or vehicle type classification. 

Alterer means a person who alters by 
addition, substitution, or removal of 
components (other than readily attach-
able components) a certified vehicle be-
fore the first purchase of the vehicle 
other than for resale. 

Chassis-cab means an incomplete ve-
hicle, with a completed occupant com-
partment, that requires only the addi-
tion of cargo-carrying, work-per-
forming, or load-bearing components to 
perform its intended functions. 

Completed vehicle means a vehicle 
that requires no further manufacturing 
operations to perform its intended 
function. 
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Final-stage manufacturer means a per-
son who performs such manufacturing 
operations on an incomplete vehicle 
that it becomes a completed vehicle. 

Incomplete trailer means a vehicle 
that is capable of being drawn and that 
consists, at a minimum, of a chassis 
(including the frame) structure and 
suspension system but needs further 
manufacturing operations performed 
on it to become a completed vehicle. 

Incomplete vehicle means 
(1) An assemblage consisting, at a 

minimum, of chassis (including the 
frame) structure, power train, steering 
system, suspension system, and brak-
ing system, in the state that those sys-
tems are to be part of the completed 
vehicle, but requires further manufac-
turing operations to become a com-
pleted vehicle; or 

(2) An incomplete trailer. 
Incomplete vehicle document or IVD 

means the document described in 49 
CFR 568.4(a) and (b). 

Incomplete vehicle manufacturer means 
a person who manufactures an incom-
plete vehicle by assembling compo-
nents none of which, taken separately, 
constitute an incomplete vehicle. 

Intermediate manufacturer means a 
person, other than the incomplete vehi-
cle manufacturer or the final-stage 
manufacturer, who performs manufac-
turing operations on a vehicle manu-
factured in two or more stages. 

§ 567.4 Requirements for manufactur-
ers of motor vehicles. 

(a) Each manufacturer of motor vehi-
cles (except vehicles manufactured in 
two or more stages) shall affix to each 
vehicle a label, of the type and in the 
manner described below, containing 
the statements specified in paragraph 
(g) of this section. 

(b) The label shall be riveted or per-
manently affixed in such a manner 
that it cannot be removed without de-
stroying or defacing it. 

(c) Except for trailers and motor-
cycles, the label shall be affixed to ei-
ther the hinge pillar, door-latch post, 
or the door edge that meets the door- 
latch post, next to the driver’s seating 
position, or if none of these locations is 
practicable, to the left side of the in-
strument panel. If that location is also 
not practicable, the label shall be af-

fixed to the inward-facing surface of 
the door next to the driver’s seating 
position. If none of the preceding loca-
tions is practicable, notification of 
that fact, together with drawings or 
photographs showing a suggested alter-
nate location in the same general area, 
shall be submitted for approval to the 
Administrator, National Highway Traf-
fic Safety Administration, Washington, 
D.C. 20590. The location of the label 
shall be such that it is easily readable 
without moving any part of the vehicle 
except an outer door. 

(d) The label for trailers shall be af-
fixed to a location on the forward half 
of the left side, such that it is easily 
readable from outside the vehicle with-
out moving any part of the vehicle. 

(e) The label for motorcycles shall be 
affixed to a permanent member of the 
vehicle as close as is practicable to the 
intersection of the steering post with 
the handle bars, in a location such that 
it is easily readable without moving 
any part of the vehicle except the 
steering system. 

(f) The lettering on the label shall be 
of a color that contrasts with the back-
ground of the label. 

(g) The label shall contain the fol-
lowing statements, in the English lan-
guage, lettered in block capitals and 
numerals not less than three thirty- 
seconds of an inch high, in the order 
shown: 

(1) Name of manufacturer: Except as 
provided in paragraphs (g)(1)(i), (ii) and 
(iii) of this section, the full corporate 
or individual name of the actual as-
sembler of the vehicle shall be spelled 
out, except that such abbreviations as 
‘‘Co.’’ or ‘‘Inc.’’ and their foreign 
equivalents, and the first and middle 
initials of individuals, may be used. 
The name of the manufacturer shall be 
preceded by the words ‘‘Manufactured 
By’’ or ‘‘Mfd By.’’ In the case of im-
ported vehicles to which the label re-
quired by this section is affixed by the 
Registered Importer, the name of the 
Registered Importer shall also be 
placed on the label in the manner de-
scribed in this paragraph, directly 
below the name of the actual assem-
bler. 

(i) If a vehicle is assembled by a cor-
poration that is controlled by another 
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